
Doulton® has introduced a high capacity Carbon Block 
Water Treatment Cartridge into its range of drinking 
water filtration solutions. 

Compatible with the existing range of Doulton® slimline housings, 
the DCB10 provides a high flow solution for the removal of chlorine, 
significantly improving the taste and odour of drinking water. 

Format 
10” (254mm) long x 2” (49mm) diameter. 3/4” (19mm) length spigot, 
1/4” BSP threaded short mount. 

Assembled using NSF approved materials; the DCB10 is a high quality 

activated carbon block with a sediment pre filter.

 

Filter performance verified by independent laboratories:

Particulate Rating ≥1micron  

Chlorine Reduction >97%

Recommended Flow Rate  US gallons per minute 1.5 
 Litres per minute 5.6

Capacity US gallons  4,000 
 Litres 15,000 

Duration 12 months

DCB10 

Improving the Taste & Odour  
of Drinking Water 

Technology you can trust

Manufactured by: 
Doulton Water Filters, Newcastle, Staffordshire, ST5 9BT, United Kingdom.
Telephone: +44 (0) 1782 664420
Fax: +44 (0) 1782 664490
Email: filtersales@doulton.com
Website: www.doulton.com

 

Certifications held by Fairey Industrial Ceramics Limited, see website for full details.

www.doulton.com

A GENUINE WATER FILTER

A GENUINE 
WATER FILTER

Doulton® is a trademark registered to Fairey Industrial Ceramics Limited. 

Independently tested, see website for full technical and performance specifications and product 

availability. 

State restrictions may limit the availability of certain products in California, Iowa and Wisconsin. 
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